
















PLUMBING FIXTURE SCHEDULE
SYMBOL FIXTURE DESCRIPTION MATERIAL ACCESSORIES SAN VENT HW CW NOTES/COMMENTS

L‐1 Basin American Standard Ravenna #0268.444 Basin, wall hung. 
American Standard Reliant 3 #7385.004 1.5 
GPM (5.7 LPM) max flow aerator outlet, 
Single lever faucet. 
McGuire #155WCC offset open grid drain. 
McGuire #BV2165N3 polished brass Faucet 
Supplies. 
McGuire #8902CBSAN. 

2" 1 1/2" 1/2" 1/2"

L‐2 Basin American Standard Aqualyn #0476.028 Basin, for Self‐
rimming / Drop‐in installation.  American Standard Reliant 3 #7385.004 1.5 

GPM (5.7 LPM) max flow aerator outlet, 
Single lever faucet. 
McGuire #155AC open grid drain. 
McGuire #BV2165N3 polished brass Faucet 
Supplies. 
McGuire #8872CB P‐Trap. 

2" 1 1/2" 1/2" 1/2"

WC‐1 Toilet American Standard #2257.001.020 Afwall Flowise 
Elongated LESS EVERCLEAN Toilet, vitreous china, wall 
hung, operates in the range of 1.1 US Gal to 1.6 US Gal 
(4.2 L to 6 L) per flush. 

Centoco #500STSCC.001 heavy duty toilet 
seat, white solid plastic, open front less 
cover. 
Sloan #WES 111‐CP Uppercut, exposed 
manual Dual Flush Flushometer,1.6 US Gal (6 
L) full flush / 1.1 US Gal (4.2 L) partial flush. 
Watts #ISCA‐101 mounted on concr

4" 2" 1"

EWC‐1 Fountain 
Coolers

Acorn Aqua 
self‐contained vandal resistant bi‐level pressure water 
cooler that shall deliver a minimum of 8.0 GPH (30.3 
LPH) of water at 50°F (10°C) cooled from 80°F (26.7°C) 
inlet water and 90°F (32.2°C) ambient. Unit shall be 
activated from both front 

Stainless 
Steel 
Receptor 
and 
Stainless 
Steel 
Cabinet

Supply:  McGuire #HST11LK
p‐Trap:  McGuire #8872C
Carrier:  Watts #CA‐421‐2

2" 1 1/2" ‐ 1/2" ‐
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